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OWNER/DEVELOPER
City of Newport

169 SW Coast Hwy

Newport, Oregon 97365

541-574-3366

DESIGN ENGINEER
CIVIL WEST Engineering Services, Inc.

609 SW Hurbert Street

Newport, Oregon 97365

541-264-7040

www.civilwest.com

VICINITY MAP

FOR OVERALL SITE

LOCATION SEE G1

N

SAFE HAVEN HILL TSUNAMI RETROFIT

Sheet Number Sheet Title

GENERAL

G0 COVER

G1 OVERALL SITE LAYOUT

G2 GENERAL NOTES AND LEGEND

PLAN AND PROFILE SHEETS

C1 ABALONE PATH

C2 28TH ST PATH

C3 BRIDGE TO ABALONE ST

C4

HILL TOP ACCESS ROAD (BASE OF HILL)

C5

HILL TOP ACCESS ROAD (TOP OF HILL)

C6 PATH TO S PACIFIC ST

SECTION VIEWS

S1 TYPICAL CMU RETAINING WALL

S2 TYPICAL WOODEN RETAINING WALL

DETAIL SHEETS

D1 COMMERCIAL AND RESIDENTIAL DRIVEWAY APPROACH

D2 CURB AND GUTTER AND MULTI-USE PATH DETAILS

D3 SIDEWALK AND HANDICAP RAMP DETAILS

D4 STREET LIGHTING AND SIGN DETAILS

D5 TRANSFORMER AND LIGHT POLE BASE

D6 REMOVABLE BOLLARD AND BOLLARD LIGHTING DETAILS

D7 WOODEN STAIRS DETAILS

D8 HIKING TRAIL WATER DIVERTERS

D9 MANHOLE FRAME ADJUSTMENT AND SIDEWALK TRANSITION DETAILS
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S
W

 
2
7
T

H
 
S

T

S
W

 
2
6
T

H
 
S

T

S

 

P

A

C

I

F

I

C

 

W

A

Y

S

W

 

C

O

A

S

T

 

H

W

Y

/

1

0

1

S
W

 
2
8
T

H
 
S

T

NOT TO SCALE

OVERALL SITE MAP

1

G1

NEW 10' WIDE

AC PATH, 105 LF,

SEE SHEET C2

NEW 10' AC PATH, 1026 LF,

SEE SHEET C1

NEW 6' SIDEWALK

W/RETAINING WALL,

V-DITCH AND CONNECTED

ACCESS STAIRS, 1113 LF,

SEE SHEET C3

NEW 10' ACCESS ROAD,

W/RETAINING WALL,

AND V-DITCH, 844 LF,

SEE SHEETS C4 AND C5

NEW 8' AC PATH, 88 LF,

SEE SHEET C6

EXISTING HIKING TRAIL

IMPROVEMENTS, SEE

SHEET C5
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SANITARY SEWER

MANHOLE

STORM

DRAIN MANHOLE

CATCH BASIN

POWER POLE

POWER POLE W/LIGHT

POWER PEDESTAL

WATER LINE

SANITARY SEWER

ELECTRICAL

OVER HEAD LINE

TELEPHONE LINE

NATURAL GAS

EDGE OF PAVEMENT

EDGE OF GRAVEL

RIGHT OF WAY

CONTOURS

TERRAIN BREAKLINE

E E E

SS SS SS

OH OH OH

CONCRETE

PAVEMENT

GRANULAR MATERIALS SUCH AS

CRUSHED ROCK OR GRAVEL

NATURAL GROUND

BUILDING

CONCRETE

PAVEMENT

GRANULAR MATERIALS SUCH AS

CRUSHED ROCK OR GRAVEL

DAYLIGHT CUT

DAYLIGHT FILL

GRADING SLOPE:

2 HORIZONTAL:1 VERTICAL

1

C10

HEADWORKS CHANNEL SECTION

SCALE: 1" = 5'

1

C10

SECTION REFERENCING

DETAIL REFERENCING

AREA SHOWN IN DETAIL

DRAWING ON WHICH

DETAIL IS SHOWN

DETAIL NUMBER

SECTION DESCRIPTION

CURRENT SHEET

NUMBER

SECTION

NUMBER

S.S. MAN HOLE DETAIL

SCALE: 1" = 5'

CURRENT SHEET NUMBER

DETAIL NUMBER
DETAIL DESCRIPTION

SECTION SCALE

DETAIL SCALE

1

C10

1

C1

T T T

TELEPHONE PEDESTAL

TREE(S) - FIR

SPRUCE

HEMLOCK

PINE

CEDAR

STREET SIGN

1

C1

SECTION NUMBER

DRAWING ON WHICH

SECTION IS SHOWN
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OREGON LAW REQUIRES YOU TO FOLLOW THE RULES ADOPTED BY THE OREGON UTILITY NOTIFICATION

CENTER. THOSE RULES ARE SET FORTH IN OAR 952-001-0010 THROUGH 952-001-0090 AND ORS 757.542

THROUGH ORS 757.562 AND ORS 757.993. YOU MAY OBTAIN COPIES OF THE RULES FROM THE CENTER

BY CALLING (503) 246-1987.

THE CONTRACTOR SHALL CONTACT 'ONE CALL' FOR UTILITY LOCATES PRIOR TO EXCAVATION OR START

OF CONSTRUCTION. (1-800-332-2344)

THE OVERHEAD ELECTRICAL DISTRIBUTION SYSTEMS ARE NOT SPECIFICALLY INDICATED ON THE

DRAWINGS BUT DO EXIST ALONG THE PAVING IMPROVEMENT ROUTES.

THE EXIST'G VALVE BOXES, MANHOLES MAY NOT BE SPECIFICALLY INDICATED ON THE DRAWINGS BUT

DO EXIST ALONG THE PAVING IMPROVEMENT ROUTES. CONTRACTOR SHALL LOCATE PRIOR TO THE

START OF CONSTRUCTION AND ADJUST AS REQ'D FOR A COMPLETE PAVING IMPROVEMENT PROJECT.

ALL MATERIALS AND WORK SHALL BE AS SPECIFIED AND CONFORM TO THE LATEST EDITION OF THE

OREGON STANDARD SPECIFICATIONS (OSS) AS WELL AS THE CITY OF FLORENCE STANDARDS FOR

CONSTRUCTION AND THE AMERICAN PUBLIC WORKS ASSOCIATION (APWA) AND AS SPECIFIED WITHIN

PROJECT TECHNICAL SPECIFICATIONS.

AC PAVEMENT

APPROX APPROXIMATELY

BLDG. BUILDING

CB CATCH BASIN

C.I.P. CAST IN PLACE

CMU CONCRETE MASONRY UNIT

CPLG COUPLING

℄ CENTER LINE

D DRAIN

DI DUCTILE IRON

EXIST'G EXISTING

FH FIRE HYDRANT

FL FLOWLINE

FLG FLANGE

FM FORCE MAIN

FT FOOT

GV GATE VALVE

HWY HIGHWAY

MAX MAXIMUM

MDD MAXIMUM DRY DENSITY

MH MANHOLE

MIN MINIMUM

MJ MECHANICAL JOINT

NG NATURAL GAS

O.C. ON CENTER

OF OVERFLOW

PED PEDESTAL

PVC POLY VINYL CHLORIDE PIPE

REQ'D REQUIRED

ROW RIGHT OF WAY

RS RAW SEWAGE

RW RAW WATER

RWR RECLAIMED WATER

SD STORM DRAIN

SPW SPILLWAY

SS SANITARY SEWER

STA STATION

SW SIDEWALK

TOC TOP OF CURB

TRANS. TRANSITION

V VENT

VAC VACUUM

VC VENT (CHEMICAL)

WM WATER METER

WV WATER VALVE

GENERAL ABBREVIATIONS

EDGE OF PAVEMENT

EDGE OF GRAVEL

EDGE OF CONCRETE

RETAINING WALL

EDGE OF DAYLIGHT CUT

EDGE OF DAYLIGHT FILL

LIGHT POLE

PINE TREE

LIGHTED BOLLARD

REMOVABLE BOLLARD

PVC CULVERT

SD

SD

GAS GAS
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SW ABALONE STREET
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NEW 10' WIDE AC PATH

NEW CURB & GUTTER WITH

SIDEWALK AND HANDICAP

RAMP, TO BE COMPLETED

WITH ABALONE AND 30TH

ROADWAY IMPROVEMENTS

EXIST'G CURB

AND GUTTER

NEW 20' WIDE RESIDENTIAL

DRIVEWAY APPROACH, SEE

S

W
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EXISTING CURB AND GUTTER,

PROTECT IN PLACE

EXIST'G DRIVEWAY

(6) NEW 4' TO 5'

TALL PINE TREES

SHEET NOTES:

1. CONTRACTOR SHALL CONTACT "ONE CALL" FOR UTILITY LOCATES PRIOR TO THE START OF ANY

EXCAVATION.

2. REMOVE EXIST'G TREES AS INDICATED, REPLACE WITH 4' TO 5' TALL PINE TREES.

3. TELEPHONE PEDESTALS, POWER POLES, ELECTRICAL PEDESTALS TO BE PROTECTED IN PLACE UNLESS

OTHERWISE INDICATED.

NEW 20' WIDE RESIDENTIAL

DRIVEWAY APPROACH, SEE

PLAN STA 0+00 TO STA 4+50

C1

1

PLAN STA 4+50 TO STA 10+26

C1

2

D1

B

D1

B

NEW 10' WIDE AC PATH,

SEE

C2

1

STREET IMPROVEMENTS

AND NEW AC PATH TO BE

CONSTRUCTED AS PART

OF ABALONE AND 30TH

ROADWAY IMPROVEMENTS

REMOVE EXIST'G TREES WITHIN

NEW 10' AC PATHWAY LIMITS

MOVE EXIST'G

POLE FENCE 2'

MIN FROM PATH

(4) NEW 4' TO 5' TALL PINE TREES

(4) NEW 4' TO 5' TALL PINE TREES

ABALONE AND 30TH

ROADWAY IMPROVEMENTS

SAFE HAVEN HILL

TSUNAMI RETROFIT

EXIST'G STORM DRAIN

MANHOLE, PROTECT IN PLACE

AND ADJUST FRAME AS REQ'D

END NEW 10' AC PATH,

CONNECT TO EXIST'G

PATH FROM SE MARINE

SCIENCE DRIVE

NEW HANDICAP RAMP AND

6' SIDEWALK, SEE

C3

1

STA 2+25, SW ABALONE ST =

STA 1+10, SW 28TH ST

NEW 10' AC PATH, SEE

C2

1

NEW AC PATH,

MATCH EXIST'G TOC,

TYPICAL

NEW AC PATH,

MATCH EXIST'G TOC,

TYPICAL

NEW CURB & GUTTER WITH

SIDEWALK AND HANDICAP

RAMP, TO BE COMPLETED

WITH ABALONE AND 30TH

ROADWAY IMPROVEMENTS

(3) NEW 4' TO 5'

TALL PINE TREES

REMOVE EXIST'G

TREES WITHIN NEW 10'

AC PATHWAY LIMITS

NEW 20' AC DRIVEWAY PATCH,

SAWCUT AND MATCH EXIST'G

AC DRIVEWAY

NEW 20' AC DRIVEWAY PATCH,

SAWCUT AND MATCH EXIST'G

AC DRIVEWAY

NEW 10' AC PATH

NEW 5' PLANTER STRIP

3:1 FILL SLOPE,

TO MATCH EXIST'G

NEW 12" WHITE STOP BAR

NEW STANDARD

CROSSWALK, (2)

12" WHITE BARS

EXIST'G TELEPHONE AND

ELECTRIC PEDESTALS,

PROTECT IN PLACE

NEW SIDEWALK

AND HANDICAP

RAMP, TYPICAL, SEE

D3

B

NEW STANDARD

CROSSWALK, (2)

12" WHITE BARS

SAWCUT AND REMOVE

EXIST'G AC AS NEEDED

FOR CONSTRUCTION OF

NEW AC PATH

SAWCUT AND MATCH AC

PATH FROM ABALONE

AND 30TH ROADWAY

IMPROVEMENTS
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PLAN STA 0+00 TO 1+15

C2

1

PROFILE STA 0+00 TO 1+15

C2

2

MAXIMUM SLOPE

OF S = 15% FOR

28TH ST PATH

EXIST'G GROUND @ ℄

S
W

 
A

B
A

L
O

N
E

 
S

T
R

E
E

T

SW 28TH STREET

NEW 10' WIDE AC PATH,

SEE

C1

1

NEW 10' WIDE AC PATH

EXIST'G TREE,

PROTECT IN PLACE

VERT 1"=10'

SCALE HORZ 1"=40'

STA 1+10, SW 28TH ST =

STA 2+26, SW ABALONE ST

NEW 10' AC PATH, SEE

C1

1

FUTURE GROUND @ ℄

3:1 FILL SLOPE

2:1 FILL SLOPE

2:1 CUT SLOPE

EXIST'G SANITARY SEWER

MANHOLE, PROTECT IN PLACE

AND ADJUST FRAME AS REQ'D



0

+

0

0

1

+

0

0

2

+

0

0

3

+

0

0

4
+

0
0

5

+

0

0

6
+

0
0

0

+

0

0

1
+

0
0

2

+

0

0

0

+

0

0

0

+

1

5

O

H

O

H

O

H

O

H

O

H

O

H

O

H

O

H

O

H

O

H

6

+

0

0

7
+

0
0

8+00

9
+

0
0

10+00

1
1
+

0
0

1
1
+

1
3

2

+

0

0

3
+

0
0

3
+

4
3

R

3

1

EG I N

E

N

10,

E

T

P

88387PE

OREGON
2

E

0

EXPIRATION DATE: 06/30/16

S

C3

S
A

F
E

 
H

A
V

E
N

 
H

I
L

L
 
T

S
U

N
A

M
I
 
R

E
T

R
O

F
I
T

L
I
N

C
O

L
N

 
C

O
U

N
T

Y
,
 
O

R
E

G
O

N

C
I
T

Y
 
O

F
 
N

E
W

P
O

R
T

R
R

W
J
B

J

R
R

W

2
3

0
2

-
0

0
3

May 2015

SW ABALONE STREET

S

T

A

T

E

 
H

W

Y

 
1

0

1

NEW 10' WIDE

ACCESS ROAD,

SEE

EXISTING CURB,

PROTECT IN PLACE

NEW 6' CONCRETE

SIDEWALK, SEE

NEW 3' V-DITCH,

FROM STA 0+97 TO

STA 3+82

CONSTRUCT NEW STAIRS WITH

HANDRAIL, 7" RISE, 12" TREAD,

FOLLOW EXISTING CONTOURS

USING 3' X 3' LANDINGS AS

NEEDED, EXTEND LANDINGS AS

SLOPE BECOMES MORE SHALLOW

REMOVE TREES AS

REQUIRED FOR NEW

SIDEWALK AND GRADING

5' LANDING, AS REQUIRED

5' LANDING, AS REQUIRED

3' LANDING,TYP

STATE HWY 101

REMOVE EXISTING CURB

FROM STA 9+11 TO STA 11+13

NEW CURB FROM STA

9+11 TO STA 11+13, SEE

STA 9+11, MATCH NEW

CURB WITH EXISTING

EXISTING CURB,

PROTECT IN PLACE

NEW 6' CONCRETE

SIDEWALK, SEE

IMPROVED

ACCESS TRAIL,

SEE

SAWCUT AND REMOVE EXISTING

AC 6' WIDE FOR NEW SIDEWALK,

FROM STA 9+11 TO STA 11+13

STA 9+30, END NEW

CMU RETAINING WALL,

SEE

STA 7+26, BEGIN NEW

CMU RETAINING WALL,

SEE

PLAN STA 0+00 TO STA 6+00

C3

1

PLAN STA 6+00 TO STA 11+13

C3

2

C4

1

D2

A

D3

A

D3

A

6"-8" RIP RAP APRON,

5'X20', 1' THICK,

SLOPE FROM 3' WIDE

V-DITCH AWAY FROM

SIDEWALK TO RAVINE

10' WIDE COMMERCIAL

DRIVEWAY APPROACH,

SEE

D1

A

STA 3+44

 NEW ACCESS

STAIRS

10 LF 10" SDR35 PVC PIPE,

CENTER UNDER STAIRS

STA 0+00

NEW 6' SIDEWALK AND

HANDICAP RAMP, SEE

D3

B

C5

1

S1

1

S1

1

EXIST'G SIGN,

PROTECT IN PLACE

EXIST'G SIGN,

REMOVE AND

REPLACE

EXIST'G SIGN,

REMOVE AND

REPLACE

EXIST'G SIGN,

REMOVE AND

REPLACE

EXIST'G SIGN,

REMOVE AND

REPLACE

EXIST'G CURB

NEW 6' SIDEWALK

D7

A

D7

B

2:1 CUT SLOPE

2:1 FILL SLOPE

2:1 FILL SLOPE

2
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1
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S
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:

1

 

F

I

L

L

 

S

L

O

P

E

STANDARD SIDEWALK

DETAIL, SEE

D3

A

STA 0+75, NEW 6' SIDWALK =

STA 0+00, HILL TOP ACCESS ROAD,

SEE

S1

3

C4

1

D9

B
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S

W

 
A

B

A

L

O

N

E

 
S

T

R

E

E

T

S

T

A

T

E

 
H

W

Y

 
1

0

1

NEW ACCESS

STAIRS,

SEE

6"-8" RIP RAP APRON, 10'X10', 1' THICK,

DIRECT FLOW INTO SIDEWALK V-DITCH

NEW 10' ACCESS ROAD

REMOVE TREES AS

REQUIRED FOR

NEW ACCESS ROAD

STA 0+38,

12" SDR35 PVC PIPE

EXIST'G GROUND @ ℄

STA 0+34,

BEGIN NEW 3' WIDE

V-DITCH, 3" RIP

RAP, CHANNEL TO

12" PVC UNDER

NEW ROADWAY

STA 0+00

NEW 10' WIDE COMMERCIAL

DRIVEWAY APPROACH,

SEE

NEW 6' WIDE

SIDEWALK, SEE

NEW 6' CONCRETE

SIDEWALK, SEE

PLAN STA 0+00 TO STA 2+50

C4

1

PROFILE STA 0+00 TO STA 2+50

C4

2

C3

1

C3

1

C3

1

D1

A

STA 0+08

NEW REMOVABLE

BOLLARD, SEE

STA 0+20

BEGIN BOLLARD LIGHTING,

INSTALL NEW BOLLARD

LIGHT 50' O.C., SEE

VERT 1"=10'

SCALE HORZ 1"=40'

STA 0+34,

BEGIN NEW WOODEN

RETAINING WALL, SEE

STA 1+75,

END NEW WOODEN

RETAINING WALL

STA 0+00, HILL TOP ACCESS ROAD =

STA 0+75, NEW 6' SIDEWALK, SEE

S2

2

BOLLARD LIGHTING,

TYPICAL, SEE

MAINTAIN AVG

SLOPE OF S = 11%

FUTURE GROUND @ ℄

D6

B

D6

B

D6

A

2:1 FILL SLOPE

C3

1

REMOVE TREES AS

REQ'D FOR NEW

ACCESS ROAD

NEW ELECTRICAL FEED

FOR HILL TOP ACCESS

ROAD LIGHTS

S2

1

14 LF 12" SDR35 PVC PIPE,

CENTER UNDER STAIRS
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STA 7+40

NEW 10' X 40' GRAVEL PAD,

8" THICK, 1

1

2

" MINUS

PLAN STA 2+50 TO STA 8+44

C5

1

PROFILE STA 2+50 TO STA 8+44

C5

2

NEW LIGHT

POLE, TYPICAL,

SEE

HIKING TRAIL, WIDEN TO

36", FOLLOW EXIST'G

TRAIL ALIGNMENT

CONSTRUCT

WATER BAR,

TYPICAL, SEE

NEW 6'

CONCRETE

SIDEWALK, SEE

STA 0+00, HIKING PATH =

STA 5+64, ACCESS ROAD,

CONNECT PATH TO HILL TOP

ACCESS ROAD

C3

2

VERT 1"=10'

SCALE HORZ 1"=40'

NEW 10' ACCESS ROAD

STA 3+33, END

NEW 3' WIDE

V-DITCH

REMOVE TREES AS

REQ'D FOR GRAVEL PAD

STA 3+30

END BOLLARD

LIGHTING

NOTES:

1. TREES TO BE REMOVED WILL BE MARKED AFTER ROAD LAYOUT IS MARKED ON

GROUND WITH WHITE PAINT

2. CONSTRUCT WATER BARS ON HIKING TRAIL USING NATIVE MATERIAL ON SITE,

FOR WATER BAR CONSTRUCTION ALTERNATIVES SEE SHEET D8

D8

A

CONSTRUCT

WATER BAR,

TYPICAL, SEE

D8

A

D4

A

NEW LIGHT

POLE, TYPICAL,

SEE

D4

A

NEW LIGHT

POLE, TYPICAL,

SEE

D4

A

MAINTAIN AVG

SLOPE OF S = 0.02%

EXIST'G GROUND @ ℄

FUTURE GROUND @ ℄

NEW 10' AC ROADWAY

2%

EXIST'G GROUND

C5

TYPICAL HILLTOP ROADWAY CROSS SECTION

3

C5

3

2' AGG BASE

SHOULDER

MAINTAIN AVG

SLOPE OF S = 0.02%

STA 3+64 = STA 8+44,

NEW HILLTOP ACCESS

ROAD INTERSECTION

HIKING TRAIL ALIGNMENT IS

APPROX, CONTRACTOR

SHALL COORDINATE WITH

ENGINEER ON EXACT

LOCATION

8" OF 1"-0 CRUSHED

ROCK, COMPACT

TO 95% MDD

WOVEN SUBGRADE GEOTEXTILE

4" LEVEL 2 - 

1

2

" HMAC

SET IN 2 - 2" LIFTS

2%

SUBGRADE COMPACTED TO 95% MDD

NEW ELECTRICAL FEED

FOR HILL TOP ACCESS

ROAD LIGHTS



0

+

0

0

0

+

8

8

w

v

E

E
l
e

v
a

t
i
o

n

10

20

30

40

50

10

20

30

40

50

0+00 0+88

STATE HWY 101

SOUTH PACIFIC WAY

NEW 8' AC PATHWAY

EXIST'G UTILITIES AND

LIGHT POLE, PROTECT

IN PLACE

MATCH NEW AC PATH

TO EXIST'G TOC

MATCH NEW AC PATH

TO EXIST'G TOC
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PLAN STA 0+00 TO STA 0+88

C6

1

PROFILE STA 0+00 TO STA 0+88

C6

2

VERT 1"=10'

SCALE HORZ 1"=40'

MAINTAIN AVG

SLOPE OF S = 25%

EXIST'G GROUND @ ℄

FUTURE GROUND @ ℄
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TYPICAL RETAINING WALL SECTION VIEW FOR HWY 101 SIDEWALK IMPROVEMENTS

S1

3

6" TOE

12"

HEEL REBAR

STEM HEIGHT

STEM REBAR

6"

TYPICAL CMU WALL SECTION

S1

SCALE: NOT TO SCALE

1

STEM

HEIGHT (ft)

HEEL

(ft)

STEM REBAR HEEL REBAR

2 1'-8"
#4 @ 24" #4 @ 24"

3 2'-3"
#4 @ 24" #4 @ 24"

4 3'-0"
#4 @ 24" #4 @ 24"

5 3'-6"
#5 @ 16" #4 @ 24"

BOND BEAM

COURSE

CAULKING

COMPRESSIBLE

MATERIAL

STANDARD

COURSE

CAULKING

TYPICAL EXPANSION JOINT DETAIL

S1

SCALE: NOT TO SCALE

2

NEW TYPICAL

CMU WALL, SEE

S1

1

SCALE: NOT TO SCALE

NEW

6' SIDEWALK

EXIST'G 6" CURB

2% SLOPE

S
TA

TE
 H

IG
H

W
A

Y
 1

01

EXIST'G GROUND

CEMENT MORTAR CAP OR APPROVED EQUAL

S

L

O

P

I

N

G

 

G

R

A

D

E

1

-

1

/

2

:

1

 

M

A

X

3" C.I.P. WEEP HOLES 10' O.C.

1" CLEAR OF FLOW LINE

3"

2% SLOPE

6' SIDEWALK

EXIST'G CURB

CMU WALL TYPICAL REBAR SCHEDULE

HEEL

2 #4 BARS

1

GREASE PORTION OF BARS EXTENDING ACROSS JOINT AND PROVIDE CAP

OR SLEEVE ON END TO PERMIT MOVEMENT

2

COVER EARTH SIDE OF JOINT WITH A STRIP OF WATERPROOFING

MEMBRANE TO PREVENT SEEPAGE THROUGH JOINT

3 PROVIDE 12" THICK OF ANGULAR DRAIN ROCK

4 PROVIDE A MINIMUM 12" LEVELING PAD OF COMPACTED CRUSHED ROCK

1

3

2

4
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3"

24" MAX

6"

1

COVER EARTH SIDE OF JOINT WITH A STRIP OF WATERPROOFING

MEMBRANE TO PREVENT SEEPAGE THROUGH JOINT

2 PROVIDE 12" THICK OF ANGULAR DRAIN ROCK

3 PROVIDE CLASS "B" BACKFILL FOR COMPACTION AROUND POSTS

STEM HEIGHT

ADD/REMOVE PLANKING AS REQ'D TO MAINTAIN 3" MIN BURY ON

BOTTOM PLANK AND 3" MIN CLEARANCE ON TOP PLANK, 36" MAX

NEW TYPICAL

WOODEN RETAINING

WALL, SEE

S1

1

2% SLOPE

EXIST'G GROUND

S

L

O

P

I

N

G

 

G

R

A

D

E

1

-

1

/

2

:

1

 

M

A

X

3" WEEP

HOLES 10' O.C.

2% SLOPE

4'

6"X6" PRESSURE TREATED POST,

4' O.C.

2"X12" PRESSURE

TREATED PLANK,

CONSTRUCT WITH

1

2

" GALVANIZED

STEEL BOLTS

1' SHOULDER

3' WIDE V-DITCH,

1' DEEP, 3" RIP RAP

3'

1'

3" PVC DRAIN PIPE,

EXTEND TO V-DITCH

1

2

" GALVANIZED BOLTS,

2/PLANK EACH POST

3" PVC DRAIN PIPE,

INSTALL EVERY 10',

EXTEND TO V-DITCH

4' BURY

STAGGER PLANKING

TO OFFSET EDGES

1

3

2

NOT TO SCALE

TYPICAL WOODEN RETAINING WALL SECTION

1

S2

NOT TO SCALE

TYPICAL WOODEN RETAINING WALL SECTION VIEW FOR HILL TOP ACCESS ROAD

2

S2

NOT TO SCALE

WOODEN RETAINING WALL BACK VIEW

3

S2

1

3

3

FUTURE GROUND

FUTURE GROUND

4' O.C.

TREATED 2"X12"

8" OF 1"-0 CRUSHED ROCK,

COMPACT TO 95% MDD

WOVEN SUBGRADE GEOTEXTILE

4" LEVEL 2 - 

1

2

" HMAC

SET IN 2 - 2" LIFTS

SUBGRADE COMPACTED TO 95% OF MDD

S2

3



T-151

COMMERCIAL DRIVEWAY

APPROACH DETAIL

City of Newport
169 SW Coast Hwy
Newport, Oregon 97365
(541) 574-3366  Fax: (541) 265-3301

T-150

RESIDENTIAL DRIVEWAY

APPROACH DETAIL

City of Newport
169 SW Coast Hwy
Newport, Oregon 97365
(541) 574-3366  Fax: (541) 265-3301
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NOT TO SCALE

COMMERCIAL DRIVEWAY APPROACH DETAIL

A

D1

NOT TO SCALE

RESIDENTIAL DRIVEWAY APPROACH DETAIL

B

D1



T-301

CURB AND GUTTER DETAILS

City of Newport
169 SW Coast Hwy
Newport, Oregon 97365
(541) 574-3366  Fax: (541) 265-3301

T-201

PEDESTRIAN / BIKE PATH

DETAILS

City of Newport
169 SW Coast Hwy
Newport, Oregon 97365
(541) 574-3366  Fax: (541) 265-3301
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NOT TO SCALE

CURB AND GUTTER DETAILS

A

D2

NOT TO SCALE

MULTI-USE PATH DETAILS

B

D2



T-210

STANDARD SIDEWALK

DETAILS

City of Newport
169 SW Coast Hwy
Newport, Oregon 97365
(541) 574-3366  Fax: (541) 265-3301

T-212

2

/

1

I

J

M

I

N

.
4

'

50

1

1

 

 

:

1

1

/

SIDEWALK AND RAMP DETAIL

WITHOUT PLANTER STRIP

City of Newport
169 SW Coast Hwy
Newport, Oregon 97365
(541) 574-3366  Fax: (541) 265-3301
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NOT TO SCALE

STANDARD SIDEWALK DETAILS

A

D3

NOT TO SCALE

SIDEWALK AND RAMP DETAIL - WITHOUT PLANTER STRIP

B

D3



T-450

STANDARD SIGN DETAIL

City of Newport
169 SW Coast Hwy
Newport, Oregon 97365
(541) 574-3366  Fax: (541) 265-3301
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NOT TO SCALE

STANDARD SIGN DETAIL

B

D4

25' GREY

METAL POLE

5' ALUMINUM

MAST ARM

100 W HPS

ROADWAY LAMP,

SEMI CUTOFF STYLE

CONCRETE BASE

NOTE:

MOUNTING OF POLE AND LIGHT TO COMPLY WITH LOCAL

ELECTRICAL UTILITY REQUIREMENTS AND THE NEC.

9"

9 1/2"

58"

24"

5' BURY DEPTH

7'-0"

NOT TO SCALE

STANDARD STREET LIGHT DETAIL

A

D4



D5

1
LIGHTING HANDHOLE DETAIL

2

TRANSFORMER DETAIL

3 LIGHTING POLE BASE

D5

D5
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5.5

35.5"

5"

4.5" OD

0.118"

4"

6.3"

2 

3

4

"

DRAIN HOLE

12" MIN

5 

3

4

"

14"

MIN

DRAIN ROCK

6"

9 

3

4

"

5 

3

4

"

REMOVABLE BOLLARD RECEIVER/MOUNT KEY

REMOVABLE BOLLARD RECEIVER/MOUNT

REMOVABLE BOLLARD/MOUNT COVER

REMOVABLE BOLLARD RECEIVER/MOUNT,

SET IN CONCRETE

REFLECTIVE TAPE

REMOVABLE BOLLARD

NOT TO SCALE

REMOVABLE BOLLARD

A

D6

Ø6"

2.34"

BOLT PATTERN

NOT TO SCALE

LIGHTED BOLLARD

B

D6

12"

2.70" Ø

120°

120°

42"

10"

7"

4"Ø

0.391" ANCHOR

BOLTS LOCATION

NOTES:

1. BOLT SLOTS IN FIXTURE BASE ALLOW FOR ANCHOR BOLT

CIRCLE RANGE OF 2.84" MAXIMUM DIAMETER TO 2.45"

MINIMUM DIAMETER.  HOWEVER, CONDUIT MUST ALWAYS BE

DIRECTLY CENTERED WITHIN ANCHOR BOLTS.

2. THE FOUNDATION IS TO BE CAST-IN-PLACE CONCRETE, 12" Ø,

AND 24" DEEP.  THREE 

3

8

" Ø BY 6" LONG ANCHOR BOLTS AND

MOUNTING TEMPLATE ARE PROVIDED BY THE

MANUFACTURER.  ANCHOR BOLTS SHOULD PROJECT 2"

ABOVE CONCRETE.

CLEARANCE OPENING FOR (3) 

3

4

" CONDUIT
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AS REQUIRED

3' MIN

7"

12"

#3 REBAR, 36" LENGTHS,

SET IN EACH CORNER,

TYPICAL

EXTEND 4X4 TREATED

POST TO BE PINNED BY

NEXT STAIR

3' WIDE 

3

4

" GRAVEL(3"

THICK) ACCESS PATH

TO NEW ACCESS ROAD

NOT TO SCALE

WOODEN STAIRS FOR HILLTOP ACCESS

A

D7

3'-1" NEW 6' SIDEWALK

EXIST'G CURB

2"X6" RAILING

(ALONG STAIRWAY)

TREATED

4"X4" POST,

TYPICAL

NOTCH POSTS IN

CORNER AND PIN

WITH REBAR

4"X4" POST, TYPICAL

TREATED 2"X6" HAND

RAILING, CAP TOP

RAILING AND POSTS

AS SHOWN

10 LF 10" SDR35 PVC PIPE,

CENTER UNDER STAIRS

3

4

"-0 CLEAN GRAVEL

FILL IN TREADS

CORNER CONNECTION

HAND RAILING

7"

2%

NEW 4" CONCRETE

2" AGG BASE

COMPACT EXIST'G

SUBGRADE MATERIAL

COMPACT EXIST'G

SUBGRADE MATERIAL

TREATED

4"X4" POST,

TYPICAL

32"

12"

#3 REBAR, 36" LENGTHS,

SET IN EACH CORNER,

TYPICAL

7"

3'

12"

6" TO 8" RIP RAP, 12" THICK,

COMPACT AROUND PVC

CULVERT

NOTES:

1. ALL FASTENERS SHALL BE GALVANIZED

2. ALL CORNER SHALL BE NAILED OR SCREWED WITH REBAR

CORNER PIN

NEW 6' SIDEWALK

EXIST'G CURB

6"

2%

4" CONCRETE SIDEWALK

COMPACTED AGG BASE

2" MIN

COMPACT EXIST'G

SUBGRADE MATERIAL
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SIDEWALK SECTION VIEW STA 5+00
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DRAINAGE PATH
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PILE SOIL TO TOP OF

WATERBAR ON DOWNHILL SIDE

HOLD LOG IN PLACE WITH STAKES

DRAINAGE PATH

PLACE SOIL ON TOP OF WATERBAR ON DOWNHILL SIDE

30°-45°

DRAINAGE PATH

PLACE SOIL ON TOP OF WATERBAR ON DOWNHILL SIDE

EARTHEN WATERBAR

LOG WATERBAR

ROCK WATERBAR

NOT TO SCALE

HIKING TRAIL WATER DIVERTERS AND WOODEN TRAIL STEPS

A

D8

WOODEN TRAIL STEPS

PACK SOIL AGAINST

DOWNHILL SIDE OF STEP

TO HOLD IN PLACE

6"X6" POST

EXIST'G SOIL

NOTES:

1. CONTRACTOR SHALL US ON-SITE MATERIALS FOR WATER BARS ON HIKING TRAIL

2. SOIL SHALL BE COMPACTED ON BOTH SIDES OF WATER BAR

3. EARTHEN BAR SHALL BE MIXED WITH GRAVEL AND COMPACTED



SECTION B-B

TYPICAL MANHOLE GRADE ADJUSTMENT IN STREET

MANHOLE ADJUSTMENT RINGS

FOR RESURFACING

B B

SECTION A-A

A

PLAN

A

F
IN

IS
H

 G
R

A
D

E

27"

25"*

22.75"

24.75"*

7/8"

7/8"

* MACHINED TRUE

T

1 1/8"

1 1/2"

2"

2 1/2"

3"

MANHOLE  FRAME GRADE ADJUSTMENT

NOT TO SCALE
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STANDARD MANHOLE

FRAME & COVER

NON-SHRINK GROUT TO

ANGLE RIM

STANDARD CONCRETE

RISER RINGS

MATERIAL SHALL BE

DUCTILE IRON

MANUFACTURER'S

INITIALS, HEAT NUMBER

DESIGNATION AND

POINT OF ORIGIN
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NEW 6' SIDEWALK,

EXTEND TO EXIST'G SIDEWALK

AND STAIRCASE AS SHOWN

EXIST'G SIDEWALK

AND STAIRCASE

EXIST'G SIDEWALK

AND STAIRCASE,

PROFILE VIEW

NEW 6' SIDEWALK

PROFILE VIEW

EXIST'G AC PAVEMENT,

SAWCUT AND REMOVE EXIST'G

AC 6' WIDE FOR NEW SIDEWALK

6'

NOT TO SCALE

NEW 6' SIDEWALK TRANSITION TO EXIST'G

B

D9


